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TRUST New Codes: 

New Code Old Model 

RC01-TMSB18CT3D/ 

I(O)2SD1R1Y0S 

TDM-18CT3 

RC01-TMSB18HT3D/ 

I(O)2SD1R1Y0S 

TDM-18HT3 

RC01-TMSB24CT3D/ 

I(O)2SD1R1Y0S 

TDM-24CT3 

RC01-TMSB24HT3D/ 

I(O)2SD1R1Y0S 

TDM-24HT3 

RC01-TMSB30CT3D/ 

I(O)2SD1R1Y0S 

TDM-30CT3 

RC01-TMSB36CT3D/ 

I(O)2SD1R1Y0S 

TDM-36CT3 

RC01-TMSB36HT3D/ 

I(O)2SD1R1Y0S 

TDM-36HT3 
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Wire type              Plastic type            Plastic 

.1 High quality coils: 

The coil is constructed of advanced inner grooved copper tube and aluminum fins. 

 

.2 Anti-rust, 500 hours salt spray test. 

.3 Low operation sound level: Well-known stable and quiet running fan motors. 

.4 Well-known compressors. 

.5 Compact design: Smaller dimension and larger stuffing capacity. 

.6 Universal outdoor units design. 

.7 Optional air outlet grille: plastic type and wire type. 

type 

 

.8 Optional low temperature cooling module. 

1. Features 
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(1) Compact structure 

---Be applicable to the ceiling that tends to be shallow 

(2) Optional accessories. 

 

Front board             Panel                 Canvas air passage           Filter 

(3) Two ways of air intake.  

---Air intake from back is standard and from below is optional. 

---The size of air inlet window from the two direction is the same. 

  

 

(4) Removable E-box. 

 ---can be customized to extends 1m away from the body which makes the maintenance more 

convenient. 

 
(5) Easy to replace the fan motor 

Just need to remove the plastic cover and unload two bolts.  

 
(6) Four fan speeds  

(7) Optional water pump with 750mm pump head. 

 3

iso
Stamp



TMD-36CT3TMD-30CT3TMD-24CT3TMD-18CT3Unit

36000 (10.54)30000 (8.87)24000 (7.03)18000 (5.3)Btu/h (kW)

2270/1890/16502250/1940/17201400/1100/10001170/770/650m3/h

80807070Pa

49/39/3649/39/3644/33/2943/31/27Indoor unit

58565856Outdoor unit

895×313×862895×313×862842×324×695842×324×695Body size
(W×D×H)

1043×395×9151043×395×915965×395×750965×395×750Package size
(W×D×H)

84624942Net weight
89675145Gross weight

9.52(3/8")9.52(3/8")9.52(3/8")6.35(1/4")Liquid side

19.05(3/4")15.88(5/8")15.88(5/8")12.7(1/2")Gas side

OD 25OD 25OD 25OD 25mmDrainage water

18~5218~5218~5218~52°C

Model

Power supply 

Air Flow

Cooling Capacity

Outdoor
unit

mm

kg

External Static Pressure

dB(A)Noise level

Ambient temperature

mm(inch)
Piping

connection

                                         Ph,V,Hz 1,220,50       
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2. Dimensions 

 

 

 

Electric control cabinet 

 

Model 
Outline dimension Air outlet opening size Size of mounted lug 

A B        C           D            E            F           G            H       L          M

TMD-18CT3 

TMD-24CT3 

TMD-30CT3 

920 270       635        570 65 713 35 179      960 350 TMD-24HT3 

920 210      635 570 65 713 35 119      960 350 

5  

TMD-18HT3

1140 270     775         710 65 933 35 179      1180            490

TMD-36CT3 
TMD-36HT3 
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3. Service Space 

Ensure enough space required for installation and maintenance. 

 

 

 

There is enough space for installation and maintenance. The ceiling is horizontal, and its structure can 

endure the weight of the indoor unit. The outlet and the inlet are not impeded, and the influence of external 

air is the least. The air flow can reach throughout the room. The connecting pipe and drainpipe could be 

extracted out easily. There is no direct radiation from heater.
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4. Wiring Diagrams 

 

 

TMD-18CT3 

 

TMD-24CT3  TMD-30CT3  TMD-36CT3
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Wiring Diagrams  

 

TMD-18HT3 
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TMD-36CT3,     3PH
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TMD-24HT3 

 

TMD-36HT3 
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TMD-36HT3,       3PH
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5. Electric Characteristics 

Model 
Indoor Units 

Hz Voltage Min. Max. 

TMD-18CT3 50                    220-240V                      198V                       254V 

TMD-18HT3     50                    220-240V                     198V                        254V 

TMD-24CT3                                      50                     220-240V                     198V                       254V

TMD-24HT3          50                     220-240V                     198V                      254V

TMD-30CT3      50                     220-240V                      198V                      254V

TMD-36CT3                                      50                     220-240V                       198V                    254V 

TMD-36HT3    50                    220-240V                     198V                     254V 

11
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6. Sound Levels 

SuctionDischarge

Microphone

1.4m

Concealed Duct Type

DuctDuct

 

 

Model 
Noise level dB(A) 

 TMD-18HT3 43 31 27

 TMD-24CT3 44 33 29

 TMD-24HT3 44 33 29

 TMD-30CT3 49 39 36

 TMD-36CT3 49 39 36

 TMD-36HT3 49 39 36

 

                        H                          M                            L     

TMD-18CT3                      43                          31                              27
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7. Accessories 

 Name Shape Quantity

Tubing & Fittings 

Soundproof/insulation sheath  2 

Binding tape 
 

1 

Seal sponge 
 

1 

Drainpipe Fittings 

(For cooling & heating) 

Drain joint  1 

Seal ring 
 

1 

Wire controller Wire controller  1 

others 

Owner's manual  1 

Installation manual 
 

1 

Orifice 1 

Note:  

The orifice is only for the cooling and heating unit, because the orifice has been welded in 

indoor unit already for cooling only unit. 
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8. The Specification of Power 

Cooling only 

Power 
Phase 1-Phase 1-Phase 1-Phase 3-Phase 

Frequency and 
Volt 

220-240V~ 50Hz 380-420V~  50Hz

Circuit Breaker/Fuse(A) 20/16 40/25 60/30 40/30 

Indoor unit power wiring(mm²) 3×2.5 ～ ～ ～ 

Indoor/out-door 
connecting 
wiring(mm²) 

Ground wiring 2.5 2.5 4.0  2.5 

Outdoor unit 
power wiring 

～ 3×2.5 3×4.0 5×2.5 

Strong electric 
signal 

3×2.5 4×2.5 4×2.5 4×2.5 

Weak electric 
signal 

～ ～ ～ ～ 

 
Heat pump 

Power 
Phase 1-Phase 1-Phase 1-Phase 3-Phase 

Frequency and 
Volt 

220-240V~ 50Hz 380-420V~  50Hz

Circuit Breaker/Fuse(A) 20/16 40/25 50/30 40/30 

Indoor unit power wiring(mm²) 3×2.5 3×2.5 3×1.5 3×2.5 

Indoor/out-door 
connecting 
wiring(mm²) 

Ground wiring 2.5 2.5 4.0 2.5 

Outdoor unit 
power wiring 

3×2.5 3×2.5 3×4.0 5×2.5 

Strong electric 
signal 

2×2.5 3×2.5 3×1.0 3×1.0 

Weak electric 
signal 

2×0.75 2×0.75 ～ ～ 

 
 
 

Model TMD-18CT3 TMD-24CT3            TMD-30CT3 

TMD-36CT3 TMD-36CT3  

Model TMD-18HT3 TMD-24HT3 TMD-36HT3              TMD-36HT3 

14 

iso
Stamp



9. Field Wiring 

 

 

TMD-18CT3 

 

TMD-24CT3 

TMD-30CT3  TMD-36CT3 
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TMD-18HT3 

 
TMD-24HT3
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TMD-36CT3 ,     3PH
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TMD-36HT3
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TMD-36HT3,   3PH
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1. Dimensions 

Model 
mm 

A B C D E F H 

 

 

 

TMD-18CT3 845 560     335    360 312     320      700
TMD-18HT3         845  560     335     360     312     320      700
 

18k~36k 
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TMD-24CT3 845 560     335     360     312  320     700  
TMD-24HT3 845 560     335 360     312 320     700

TMD-30CT3 900 590     333    355 302 315     860

TMD-30HT3 990     624     366 396 340 345    965

TMD-36CT3 900 590     333     355 302 315    860

TMD-36HT3 990 624     366 396     340 345    965  



2. Service Space 
 

>30cm

>60cm

>3
0c

m

 >
20

0c
m

(Wall or obstacle)

Air inlet

Air outlet

Air inlet

Maintain channel

>6
0c

m

Obstacle

Fix with bolt

Deep foundation 
Necessary width

600mm is necessary between 2 outdoor units
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3. Wiring Diagrams 

PTCR

BLACK
BLACK

CODE

COMP

CAP1

FAN2

CAP2

XT3

XT7

KM1

PTCR

PART NAME

COMPRESSOR

COMPRESSOR CAPACITOR

OUTDOOR FAN

OUTDOOR FAN CAPACITOR

3-WAY TERMINAL

MIDDLE TERMINAL

AC CONTACTOR

PTCR STARTER

WIRING DIAGRAM
(OUTDOOR UNIT)M

FAN2

BLACK

BLUE RED

CAP2

XT7

KM1

XT3

TO INDOOR UNIT

CAP1

R S

C

COMP

L N S

RED RED RED

YELLOW/GREEN

BLACK

1 2

1 2

WHITE

BLACK

BLUE

BROWN

BLACK

RED

BROWN

 

 

TMD-18CT3 

TMD-24CT3 
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TMD-30CT3 

 

TMD-36CT3 
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TMD-36CT3 ,      3PH
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TMD-18HT3 
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TMD-24HT3
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TMD-36HT3
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TMD-36HT3,     3PH
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4. Electric Characteristics 

Model 
Outdoor Unit 

TMD-30HT3  50       220-240V 198V 254V 

TMD-36HT3 50  220-240V 198V 254V 
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Hz Voltage Min. Max.

TMD-18CT3 50 220-240V          198V   254V 

TMD-24CT3 50 220-240V 198V 254V 

TMD-30CT3 50 220-240V 198V 254V 

TMD-36CT3 50 220-240V 198V 254V 

TMD-18HT3 50 220-240V 198V 254V 

TMD-24HT3 50 220-240V 198V 254V 



5. Operation Limits 

Operation mode Outdoor temperature( )℃  Room temperature( )℃  

Cooling operation 18~54 17~30 

Heating operation -7~24 0~30 
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CAUTION: 

1. If air conditioner is used outside of the above conditions, certain safety protection features may come 

into operation and cause the unit to function abnormally. 

2. Room relative humidity less than 80%. If the air conditioner operates in excess of this figure, the 

surface of the air conditioner may attract condensation. Please sets the vertical air flow louver to its 

maximum angle (vertically to the floor), and set HIGH fan mode. 

3. Optimum performance will be achieved within this operating temperature. 
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6. Sound Levels 

Microphone

Outdoor Unit

H

1.0m
   

 

 

For 18000~36000Btu/h  

Note: H= 0.5 × height of outdoor unit   

  

Model Noise level dB(A) 

TMD-18CT3 56 

TMD-24CT3 56 

TMD-30CT3 58 

TMD-36CT3 58 

TMD-18HT3 56 

TMD-24HT3 56

TMD-36HT3        62
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