
TRUST AIR CONDITIONING EQUIPMENT CO.
Prepared By: Engineering & R & D Department.

Shiraz- May 2017

TWO-WAY CASSETTE VRF INDOOR 
UNIT



Two-way Cassette Type 

8. Electrical Characteristics 

 

 

  Two-way Cassette Type 

   توجه:

شرکت تراست حق تغییر مشخصات دستگاه ها را در جهت بهبود و ارتقای 

کیفیت برای خود محفوظ می دارد.

1. Features.................................................................................................. 2

2. Specifications ........................................................................................ 3

3. Dimensions ............................................................................................ 5 

4. Service Spaces ...................................................................................... 6

5. Piping Diagrams .................................................................................... 7 

6. Wiring Diagrams .................................................................................... 8 

7. Capacity Tables ..................................................................................... 9 

......................................................................13

9. Sound Levels .........................................................................................14

10. Accessories..........................................................................................15

1

kh.karimi
Text Box
2015-04



1. Features 
1.1 Lower noise level 
1.2 Smoother air flow with less turbulence 

1.3 Double-flow type allows effective air discharge from corner or from drop-ceiling. 

---Quick cooling 

 
1.4 Stylish design 

---Be harmonious with any interior decoration and creates an elegant environment 

1.5 Thin main body 
Slim body needs 300 mm space above the ceiling, reduces the suspended ceiling space.  
Installation is free of floor height, which is flexible to room decoration  

 
1.6 Convenient installation 

---Double direction air flow guarantee quick cooling, flexible installation position. 

---Standardized sectional module 

---Matching the center of main unit and panel 

1.7 Built-in water pump with 750mm pump head. 

 
1.8 Easier cleaning and maintenance 

---Flat type suction grille of easy cleaning 

1.9 Auto restart 
--When the indoor unit is powered off, it will auto restart when powered on again after 3 minutes and 

operate in the original state. 
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2. Specifications 

Cooling 

Capacity kW 2.2 2.8 3.6 

Input W 57 57 60 

Rated current A 0.35 0.45 0.45 

Heating 

Capacity kW 2.6 3.2 4 

Input W 57 57 60 

Rated current A 0.35 0.45 0.45 

Indoor fan & 

motor 

Model 

  

YSK31-6-1 YSK31-6-1 YSK31-6 

Type 

  

AC motor AC motor AC motor 

Brand 

  

Welling Welling Welling 

Input W 60 60 67 

Capacitor uF 2 2 2.5 

Fan blower material 

  

ABS-GF15 ABS-GF15 ABS-GF15 

Speed (h/m/l) r/min 670/550/450 670/550/450 730/590/470 

Indoor coil 

Number of rows 

  

1 1 1 

Tube pitch(a)x row pitch(b) mm 21x3.37 21x3.37 21x3.37 

Fin spacing mm 1.5 1.5 1.5 

Fin type 

  

Hydrophilic Aluminum 

Tube outside dia. and type mm Ф7, Inner-groove Tube 

Coil length × height × width mm 882×210×3.37  

Number of circuits 

  

4 4 4 

Indoor air flow (H/M/L) m3/h 654/530/410 654/530/410 725/591/458 

Indoor noise level (H/M/L) dB(A) 33/29/24 36/32/29 36/32/29 

Indoor unit 

Dimension (W× H × D) mm 1172×299×591 1172×299×591 1172×299×591 

Packing (W×H×D) mm 1355×400×675 1355×400×675 1355×400×675 

Net/Gross weight kg 34/42.5 34/42.5 34/42.5 

Panel 

Dimension (W× H ×D) mm 1430×53×680 1430×53×680 1430×53×680 

Packing (W×H×D) mm 1525×130×765 1525×130×765 1525×130×765 

Net/Gross weight kg 10.5/15 10.5/15 10.5/15 

Refrigerant type  R410A 

Throttle Type Electronical expansive valve 
Model BD20FKS(L) 

Design pressure(H/L) MPa 4.4/2.6 
Refrigerant 

piping 

Liquid side/ Gas side mm Φ6.35/Φ12.7 

Connecting 

wiring 

Power wiring mm2 3×2.5(L≤20m)；3×3.5(L≤50m) 

Signal wiring mm2 3×0.75 

Drainage water pipe diameter mm OD Ф32 

Controller 

  

Wireless remote controller (RM05/BG(T)-A) (Standard) 

Notes:1. Nominal cooling capacities are based on the following conditions: return air temperature: 27°CDB,19°CWB, 

outdoor temperature:35°CDB,equivalent ref. Piping: 8m(horizontal)    

2. Nominal heating capacities are based on the following conditions: return air temperature: 20°CDB, 

outdoor temperature: 7°CDB,6°CWB,equivalent ref. Piping: 8m(horizontal) 
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Model                                                                                   TMVC2N022/I4RY1S TMVC2N028/I4RY1S   TMVC2N036/I4RY1S 

Power supply V-Ph-Hz 220-240V-1ph-50Hz 



Cooling 

Capacity kW 4.5 5.6 7.1 

Input W 92 108 154 

Rated current A 0.55 0.55 0.75 

Heating 

Capacity kW 5 6.3 8 

Input W 92 108 154 

Rated current A 0.55 0.55 0.75 

Indoor fan & 

motor 

Model 

  

YSK58-4-1 YSK58-4 YSK91-4 

Type 

  

AC motor AC motor AC motor 

Brand 

  

Welling Welling Welling 

Input W 106 128 162 

Capacitor uF 2 3.5 3.5 

Fan Blower type 

  

ABS-GF15 ABS-GF15 ABS-GF15 

Speed (h/m/l) r/min 801/645/542 910/755/642 1159/1032/795 

Indoor fan 

motor  

Number of rows 

  

2 2 2 

Tube pitch(a)x row pitch(b) mm 21×3.37 21×3.37 21×3.37 

Fin spacing mm 1.5 1.5 1.5 

Fin type 

  

Hydrophilic Aluminum 

Tube outside dia. and type mm Ф7,Inner-groove Tube 

Coil length × height × width mm 882×210×6.74 

Number of circuits 

  

6 6 6 

Indoor air flow (H/M/L) m3/h 850/670/550 980/800/670 1200/1000/770 

Indoor noise level (H/M/L) dB(A) 39/35/30 39/35/30 44/40/34 

Indoor unit 

Dimension (W×H×D) mm 1172×299×591 1172×299×591 1172×299×591 

Packing (W×H×D) mm 1355×400×675 1355×400×675 1355×400×675 

Net/Gross weight kg 36/44.5 36/44.5 36/44.5 

Panel 

Model 

  

CE-MBQ2-01(MBQ2-01) 

Dimension (W×H×D) mm 1430×53×680 1430×53×680 1430×53×680 

Packing (W×H×D) mm 1525×130×765 1525×130×765 1525×130×765 

Net/Gross weight kg 10.5/15 10.5/15 10.5/15 

Refrigerant type 

  

R410A 

Throttle 
Type Electronical expansive valve 

Model BD20FKS(L) 

Design pressure(H/L) MPa 4.4/2.6 

Refrigerant 

piping 

Liquid side/ Gas side mm Φ6.35/Φ12.7 Φ9.53/Φ15.9 Φ9.53/Φ15.9 

Connecting 

wiring 

Power wiring mm2 3×2.5(L≤20m)；3×3.5(L≤50m) 

Signal wiring mm2 3×0.75 

Drainage water pipe diameter mm OD Ф32 

Controller 

  

Wireless remote controller (RM05/BG(T)-A) (Standard) 

Notes:1. Nominal cooling capacities are based on the following conditions: return air temperature: 27°CDB,19°CWB, 

outdoor temperature:35°CDB,equivalent ref. Piping: 8m(horizontal)    

2. Nominal heating capacities are based on the following conditions: return air temperature: 20°CDB, 

outdoor temperature: 7°CDB,6°CWB,equivalent ref. Piping: 8m(horizontal) 
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Model                                                                                  TMVC2N045/I4RY1S TMVC2N056/I4RY1S  TMVC2N071/I4RY1S 

Power supply V-Ph-Hz 220-240V-1ph-50Hz 



3. Dimensions 

 
 

Water pump outlet

Electronic expansion
valve inspection hole

Water inlet hole and the water
level switch inspection hole

Lifting lug

Liquid side connecting pipe

Air side connecting pipe

Maintenance water outlet

Indoor unit

Fresh air connector

Both sides reserved air outlet

Lifting lug

Panel

 

 

Fresh air connector 257

Φ160

Φ
32

Φ
32

Φ12
5

11
7

57

Unit：mm

45

1172

1430

701 129 129

19
2

15
1

29
9

29
9 17

6
17

1 91
5144

42
～

45

591
436

241
185

120 104
44
91

680

701 129 44
15

1

20

Th
e

pa
ne

lc
on

to
ur

di
m

en
si

on
68

0
Th

e
ce

ilin
g

op
en

in
g

di
m

en
si

on
64

0
M

ac
hi

ne
bo

dy
si

ze
59

1
H

an
gi

ng
sc

re
w

bo
lts

di
st

an
ce

52
0

20

The ceiling opening (1390*640)

20
The panel contour dimension 1430

The ceiling opening dimension 1390
Hanging screw bolts distance 1207

Machine body size 1172
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4. Service Spaces 

 

 
 

 
 

≥100 ≥100

Two-way Cassette Type  

Floor

Ceiling

m
m

>2
50

0

3
5
0

≥

0
0

≥
1
0 ≥1500≥1500

6

TMVC2N022/I4RY1S  TMVC2N028/I4RY1S  TMVC2N036/I4RY1S  TMVC2N045/I4RY1S  
TMVC2N056/I4RY1S                 TMVC2N071/I4RY1S



5. Piping Diagrams 

flare nut

flare nutT2B

gas side

motor

heat exchanger

fan

EXV

liquid side

T2
T1
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6. Wiring Diagrams 
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7. Capacity Tables 
7.1 Cooling TC: total capacity  SC: sensible capacity 

WB: wet-bulb temperature   DB: dry-bulb temperature 

Indoor 
Unit size 

(kW) 

Outdoor    
temperature 

(℃DB) 

Indoor temperature (℃WB/DB) 

14/20 16/23 18/26 19/27 20/28 22/30 24/32 

TC SC TC SC TC SC TC SC TC SC TC SC TC SC 

kW kW kW kW kW kW kW kW kW kW kW kW kW kW 

2.2 

10.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.9 1.5 
12.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.8 1.5 
14.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.8 1.5 
16.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.8 1.5 
18.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.8 1.4 
20.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.7 1.4 
21.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.6 1.6 2.7 1.4 
23.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.5 1.5 2.7 1.4 
25.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.5 1.5 2.6 1.4 
27.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.5 1.5 2.6 1.4 
29.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.4 1.4 2.5 1.4 
31.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.4 1.4 2.5 1.4 
33.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.4 1.4 2.4 1.4 
35.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.3 1.3 2.4 1.4 
37.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.3 1.6 2.3 1.3 2.3 1.4 
39.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.2 1.5 2.3 1.3 2.3 1.4 
42.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.2 1.5 2.3 1.3 2.3 1.4 
44.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.2 1.5 2.3 1.3 2.3 1.4 
46.0 1.5 1.3 1.8 1.4 2.1 1.5 2.2 1.5 2.2 1.5 2.3 1.3 2.3 1.4 

2.8 

10.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.7 2.0 
12.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.6 2.0 
14.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.6 2.0 
16.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.5 1.9 
18.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.5 1.9 
20.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.4 1.9 
21.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.4 1.9 
23.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.3 2.0 3.4 1.9 
25.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.2 1.9 3.3 1.9 
27.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.2 1.9 3.3 1.9 
29.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.1 1.8 3.2 1.8 
31.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.1 1.8 3.2 1.7 
33.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 3.0 1.9 3.1 1.8 3.1 1.7 
35.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 2.9 1.9 3.0 1.8 3.1 1.7 
37.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 2.9 1.9 3.0 1.8 3.0 1.7 
39.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 2.9 1.9 3.0 1.9 3.0 1.7 
42.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 2.9 1.9 3.0 1.9 3.0 1.7 
44.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 2.9 1.9 3.0 1.9 3.0 1.7 
46.0 1.9 1.6 2.3 1.8 2.6 1.9 2.8 1.9 2.9 1.9 3.0 1.9 3.0 1.7 

3.6 

10.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.7 2.5 
12.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.7 2.5 
14.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.6 2.4 
16.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.5 2.4 
18.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.5 2.4 
20.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.4 2.3 
21.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.3 2.4 4.4 2.3 
23.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.1 2.3 4.3 2.2 
25.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.1 2.3 4.2 2.2 
27.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.0 2.2 4.2 2.2 
29.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.0 2.2 4.1 2.2 
31.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.2 2.6 4.1 2.2 
33.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.2 2.6 3.9 2.1 
35.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.8 2.5 4.2 2.6 3.9 2.1 
37.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.7 2.4 3.8 2.3 3.9 2.1 
39.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.7 2.4 3.8 2.3 3.8 2.1 
42.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.7 2.4 3.8 2.3 3.8 2.1 
44.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.7 2.4 3.8 2.3 3.8 2.1 
46.0 2.5 1.9 2.9 2.1 3.4 2.3 3.6 2.4 3.7 2.4 3.8 2.3 3.8 2.1 
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4.5 

10.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.9 3.0 
12.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.9 3.0 
14.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.8 3.0 
16.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.6 2.9 
18.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.7 3.0 
20.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.7 3.0 
21.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.6 3.0 
23.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.3 3.4 5.5 3.0 
25.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.2 3.0 5.4 2.9 
27.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.1 3.0 5.2 2.8 
29.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.1 2.9 5.2 2.8 
31.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 5.0 2.9 5.1 2.7 
33.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 4.9 2.8 5.1 2.7 
35.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 4.8 2.8 5.0 2.7 
37.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.8 3.0 4.8 2.9 4.9 2.6 
39.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.6 2.8 4.7 2.8 4.8 2.6 
42.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.6 2.8 4.7 2.8 4.8 2.6 
44.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.6 2.8 4.7 2.8 4.8 2.6 
46.0 3.1 2.4 3.7 2.6 4.2 2.8 4.5 2.9 4.6 2.8 4.7 3.1 4.8 2.6 

5.6 

10.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 7.3 3.5 
12.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 7.2 3.5 
14.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 7.1 3.5 
16.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 7.0 3.4 
18.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 6.8 3.4 
20.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 6.7 3.3 
21.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 6.6 3.3 
23.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 6.6 3.3 
25.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.6 3.6 6.5 3.2 
27.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.4 3.5 6.4 3.2 
29.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.3 3.5 6.4 3.3 
31.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.2 3.4 6.2 3.2 
33.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.2 3.4 6.2 3.2 
35.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 6.0 3.3 6.0 3.1 
37.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.9 3.5 5.9 3.2 6.0 3.1 
39.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.7 3.4 5.8 3.2 6.0 3.1 
42.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.7 3.4 5.8 3.2 6.0 3.1 
44.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.7 3.4 5.8 3.2 6.0 3.1 
46.0 3.9 2.7 4.6 3.0 5.3 3.3 5.6 3.4 5.7 3.7 5.8 3.2 6.0 3.1 

 
7.1 

10.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 9.2 4.6 
12.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 9.1 4.5 
14.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 9.0 4.5 
16.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 8.9 4.4 
18.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 8.7 4.3 
20.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 8.5 4.2 
21.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 8.4 4.2 
23.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 8.3 4.1 
25.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.4 4.5 8.2 4.1 
27.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.4 8.1 4.3 8.2 4.1 
29.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.5 8.0 4.3 8.1 4.1 
31.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.5 7.9 4.3 7.8 4.0 
33.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.5 7.8 4.2 7.8 4.0 
35.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.5 4.5 7.6 4.1 7.7 3.9 
37.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.4 4.4 7.5 4.1 7.6 4.0 
39.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.2 4.3 7.4 4.1 7.6 4.0 
42.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.2 4.3 7.4 4.1 7.6 4.0 
44.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.2 4.3 7.4 4.1 7.6 4.0 
46.0 4.9 3.6 5.8 4.0 6.7 4.3 7.1 4.5 7.2 4.3 7.4 4.1 7.6 4.0 
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7.2 Heating 
TC: total capacity                               WB: wet-bulb temperature   DB: dry-bulb temperature 

Indoor Unit size 
(kW) 

Outdoor    temperature 
(℃) 

Indoor temperature (℃ DB) 

16.00 18.00 20.00 21.00 22.00 24.00 

TC TC TC TC TC TC 

WB DB kW kW kW kW kW kW 

2.2 

-20 -19.8 1.46 1.46 1.46 1.46 1.46 1.46 
-19 -18.8 1.56 1.56 1.56 1.56 1.56 1.56 
-17 -16.7 1.64 1.64 1.64 1.64 1.64 1.64 
-15 -14.7 1.69 1.69 1.69 1.69 1.69 1.69 

-13.00 -12.60 1.79 1.79 1.79 1.79 1.79 1.79 
-11.00 -10.50 1.82 1.85 1.85 1.85 1.85 1.85 
-10.00 -9.50 1.90 1.90 1.90 1.90 1.90 1.90 
-9.10 -8.50 1.95 1.95 1.95 1.95 1.95 1.95 
-7.60 -7.00 1.98 1.98 1.98 1.98 1.98 1.98 
-5.60 -5.00 2.05 2.05 2.05 2.05 2.05 2.05 
-3.70 -3.00 2.16 2.16 2.16 2.16 2.16 2.16 
-0.70 0.00 2.31 2.31 2.31 2.31 2.31 2.18 
2.20 3.00 2.44 2.44 2.44 2.44 2.39 2.18 
4.10 5.00 2.52 2.52 2.52 2.52 2.39 2.18 
6.00 7.00 2.60 2.60 2.60 2.52 2.39 2.18 
7.90 9.00 2.68 2.68 2.60 2.52 2.39 2.18 
9.80 11.00 2.76 2.76 2.60 2.52 2.39 2.18 
11.80 13.00 2.86 2.81 2.60 2.52 2.39 2.18 
13.70 15.00 2.94 2.81 2.60 2.52 2.39 2.18 

2.8 

-20 -19.8 1.79 1.79 1.79 1.79 1.79 1.79 
-19 -18.8 1.92 1.92 1.92 1.92 1.92 1.92 
-17 -16.7 2.02 2.02 2.02 2.02 2.02 2.02 
-15 -14.7 2.02 2.02 2.02 2.02 2.02 2.02 

-13.00 -12.60 2.14 2.14 2.14 2.14 2.14 2.14 
-11.00 -10.50 2.24 2.24 2.24 2.24 2.24 2.24 
-10.00 -9.50 2.34 2.34 2.34 2.34 2.34 2.34 
-9.10 -8.50 2.40 2.40 2.40 2.40 2.40 2.40 
-7.60 -7.00 2.43 2.43 2.43 2.43 2.43 2.43 
-5.60 -5.00 2.53 2.53 2.53 2.53 2.53 2.53 
-3.70 -3.00 2.66 2.66 2.66 2.66 2.66 2.66 
-0.70 0.00 2.85 2.85 2.85 2.85 2.85 2.69 
2.20 3.00 3.01 3.01 3.01 3.01 2.94 2.69 
4.10 5.00 3.10 3.10 3.10 3.10 2.94 2.69 
6.00 7.00 3.20 3.20 3.20 3.10 2.94 2.69 
7.90 9.00 3.30 3.30 3.20 3.10 2.94 2.69 
9.80 11.00 3.39 3.39 3.20 3.10 2.94 2.69 
11.80 13.00 3.52 3.46 3.20 3.10 2.94 2.69 
13.70 15.00 3.62 3.46 3.20 3.10 2.94 2.69 

3.6 

-20 -19.8 2.24 2.24 2.24 2.24 2.24 2.24 
-19 -18.8 2.40 2.40 2.40 2.40 2.40 2.40 
-17 -16.7 2.52 2.52 2.52 2.52 2.52 2.52 
-15 -14.7 2.60 2.60 2.60 2.60 2.60 2.60 

-13.00 -12.60 2.68 2.68 2.68 2.68 2.68 2.68 
-11.00 -10.50 2.80 2.80 2.80 2.80 2.80 2.80 
-10.00 -9.50 2.92 2.92 2.92 2.92 2.92 2.92 
-9.10 -8.50 3.00 3.00 3.00 3.00 3.00 3.00 
-7.60 -7.00 3.04 3.04 3.04 3.04 3.04 3.04 
-5.60 -5.00 3.16 3.16 3.16 3.16 3.16 3.16 
-3.70 -3.00 3.32 3.32 3.32 3.32 3.32 3.32 
-0.70 0.00 3.56 3.56 3.56 3.56 3.56 3.36 
2.20 3.00 3.76 3.76 3.76 3.76 3.68 3.36 
4.10 5.00 3.88 3.88 3.88 3.88 3.68 3.36 
6.00 7.00 4.00 4.00 4.00 3.88 3.68 3.36 
7.90 9.00 4.12 4.12 4.00 3.88 3.68 3.36 
9.80 11.00 4.24 4.24 4.00 3.88 3.68 3.36 
11.80 13.00 4.40 4.32 4.00 3.88 3.68 3.36 
13.70 15.00 4.52 4.32 4.00 3.88 3.68 3.36 

4.5 
-20 -19.8 2.80 2.80 2.80 2.80 2.80 2.80 
-19 -18.8 3.00 3.00 3.00 3.00 3.00 3.00 
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-17 -16.7 3.15 3.15 3.15 3.15 3.15 3.15 
-15 -14.7 3.25 3.25 3.25 3.25 3.25 3.25 

-13.00 -12.60 3.35 3.35 3.35 3.35 3.35 3.35 
-11.00 -10.50 3.50 3.50 3.50 3.50 3.50 3.50 
-10.00 -9.50 3.65 3.65 3.65 3.65 3.65 3.65 
-9.10 -8.50 3.75 3.75 3.75 3.75 3.75 3.75 
-7.60 -7.00 3.80 3.80 3.80 3.80 3.80 3.80 
-5.60 -5.00 3.95 3.95 3.95 3.95 3.95 3.95 
-3.70 -3.00 4.15 4.15 4.15 4.15 4.15 4.15 
-0.70 0.00 4.45 4.45 4.45 4.45 4.45 4.20 
2.20 3.00 4.70 4.70 4.70 4.70 4.60 4.20 
4.10 5.00 4.85 4.85 4.85 4.85 4.60 4.20 
6.00 7.00 5.00 5.00 5.00 4.85 4.60 4.20 
7.90 9.00 5.15 5.15 5.00 4.85 4.60 4.20 
9.80 11.00 5.30 5.30 5.00 4.85 4.60 4.20 
11.80 13.00 5.50 5.40 5.00 4.85 4.60 4.20 
13.70 15.00 5.65 5.40 5.00 4.85 4.60 4.20 

5.6 

-20 -19.8 3.53 3.53 3.53 3.53 3.53 3.53 
-19 -18.8 3.78 3.78 3.78 3.78 3.78 3.78 
-17 -16.7 3.97 3.97 3.97 3.97 3.97 3.97 
-15 -14.7 4.10 4.10 4.10 4.10 4.10 4.10 

-13.00 -12.60 4.22 4.22 4.22 4.22 4.22 4.22 
-11.00 -10.50 4.41 4.41 4.41 4.41 4.41 4.41 
-10.00 -9.50 4.60 4.60 4.60 4.60 4.60 4.60 
-9.10 -8.50 4.73 4.73 4.73 4.73 4.73 4.73 
-7.60 -7.00 4.79 4.79 4.79 4.79 4.79 4.79 
-5.60 -5.00 4.98 4.98 4.98 4.98 4.98 4.98 
-3.70 -3.00 5.23 5.23 5.23 5.23 5.23 5.23 
-0.70 0.00 5.61 5.61 5.61 5.61 5.61 5.29 
2.20 3.00 5.92 5.92 5.92 5.92 5.80 5.29 
4.10 5.00 6.11 6.11 6.11 6.11 5.80 5.29 
6.00 7.00 6.30 6.30 6.30 6.11 5.80 5.29 
7.90 9.00 6.49 6.49 6.30 6.11 5.80 5.29 
9.80 11.00 6.68 6.68 6.30 6.11 5.80 5.29 
11.80 13.00 6.93 6.80 6.30 6.11 5.80 5.29 
13.70 15.00 7.12 6.80 6.30 6.11 5.80 5.29 

7.1 

-20 -19.8 4.48 4.48 4.48 4.48 4.48 4.48 
-19 -18.8 4.80 4.80 4.80 4.80 4.80 4.80 
-17 -16.7 5.04 5.04 5.04 5.04 5.04 5.04 
-15 -14.7 5.20 5.20 5.20 5.20 5.20 5.20 

-13.00 -12.60 5.36 5.36 5.36 5.36 5.36 5.36 
-11.00 -10.50 5.60 5.60 5.60 5.60 5.60 5.60 
-10.00 -9.50 5.84 5.84 5.84 5.84 5.84 5.84 
-9.10 -8.50 6.00 6.00 6.00 6.00 6.00 6.00 
-7.60 -7.00 6.08 6.08 6.08 6.08 6.08 6.08 
-5.60 -5.00 6.32 6.32 6.32 6.32 6.32 6.32 
-3.70 -3.00 6.64 6.64 6.64 6.64 6.64 6.64 
-0.70 0.00 7.12 7.12 7.12 7.12 7.12 6.72 
2.20 3.00 7.52 7.52 7.52 7.52 7.36 6.72 
4.10 5.00 7.76 7.76 7.76 7.76 7.36 6.72 
6.00 7.00 8.00 8.00 8.00 7.76 7.36 6.72 
7.90 9.00 8.24 8.24 8.00 7.76 7.36 6.72 
9.80 11.00 8.48 8.48 8.00 7.76 7.36 6.72 
11.80 13.00 8.80 8.64 8.00 7.76 7.36 6.72 
13.70 15.00 9.04 8.64 8.00 7.76 7.36 6.72 

 

  

Two-way Cassette Type  

12



8. Electrical Characteristics 

Model 
Indoor Unit Power Supply IFM 

 
Remark:  

MCA: Min. Current Amps. (A) 
MFA: Max. Fuse Amps. (A) 
KW: Fan Motor Rated Output (kW) 
FLA: Full Load Amps. (A) 
IFM: Indoor Fan Motor 
 

 Two-way Cassette Type 
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                                      Hz Voltage Min. Max. MCA MFA KW FLA 

TMVC2N022/I4RY1S 50 220-240 198 254 0.28 5 0.025 0.35 

TMVC2N028/I4RY1S    50 220-240 198 254 0.36 5 0.025 0.45 

TMVC2N036/I4RY1S    50 220-240 198 254 0.36 5 0.03 0.45 

TMVC2N045/I4RY1S    50 220-240 198 254 0.44 5 0.038 0.55 

TMVC2N056/I4RY1S    50 220-240 198 254 0.44 5 0.058 0.55 

TMVC2N071/I4RY1S    50 220-240 198 254 0.60 5 0.091 0.75 



9. Sound Levels 

9.1 Test condition 

 
9.2 Test value 

Octave band center frequency（Hz）
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Model 
Sound test value dB(A) 

1.4m 
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H M L 

TMVC2N022/I4RY1S                                 33 29 24 
TMVC2N028/I4RY1S 36 32 29 
TMVC2N036/I4RY1S 36 32 29 
TMVC2N045/I4RY1S 39 35 30 
TMVC2N056/I4RY1S 39 35 30 
TMVC2N071/I4RY1S 44 40 34 

TMVC2N022/I4RY1S  TMVC2N028/I4RY1S  TMVC2N036/I4RY1S

TMVC2N045/I4RY1S  TMVC2N056/I4RY1S  TMVC2N071/I4RY1S



10. Accessories 

Standard accessories 
Name Quantity Shape Purpose 

Installation manual for indoor unit 1 / Guidance of installation for indoor unit and 
must deliver to the customer 

Insulation sheath 2 
 

Thermal insulation for the jointing part of 
piping 

Installation paper board 1 
 

For confirming the ceiling site and unit 
location 

Installation gauge 1 
 

For confirming the ceiling site (Integrated on 
installation paper board) 

Installation screw for paper board 4 
 

For installing paper board 

Nut 8 
 

Hanging component 

Thermal insulated material 1 
 

Thermal insulation for the jointing part of 
drain pipe 

Bushing 8 
 

Hanger assembly 

Flexible hose tube 1 
 

For drain pipe 

Thermal insulation material 1 
 

For sealing the jointing part of piping 

Remote controller 1 
 

For remove controlling the air conditioner 

Mounting screw 4 
 

For installing defrosting tray 

Drain pipe clasp 1 
 

For installing drain pipe 

Connective pipe for restriction 
assembly 1 / / 

Tightening belt 5  / 
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TRUST AIR-CONDITIONING EQUIPMENT CO.
Shiraz office: 8 th floor, Alvand Blog., Dostan St.,
Moaliabad Ave., SHIRAZ, IRAN., Post code: 71877-14446
Tel.: +98-71-36341070
Fax.: +98-71-36341094
Tehran office: No. 19- koohe nour St.- Motahhari St.-
TEHRAN, IRAN., Post code: 15876-73111
Tel.: +98-21-89389
Fax.: +98-21-88541903
Ahwaz office: No. 309- Kaveh St.- AHWAZ, IRAN., Post code: 61939-
47911
Tel.: +98-61-32230647-8
Fax.: +98-61-32230647

E-mail: info@trustacs.com
Web site: http://www.trustacs.com

Air Conditioning Systems
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