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External Appearance

1. External Appearance
1.1 Indoor Units

S2 Floor-standing

E2 Floor-standing

1.2 Outdoor Units

Single fan outdoor unit

Double fan outdoor unit
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Features

1. Features

1.1. Simple and Bright Panel
Adopts simple and bright style panel, S2 series are suitable for most different space, and show in good

taste.

1.2. Easy Control
Big LCD display shows multi-information very clearly.
Slight-touch buttons make the operation easy, clear and precise.

1.3. Comfortable Air Flow
Long distance air supply.
3D air distribution(Vertical and horizontal louvers auto swing) (optional)

1.5 Double Air Filters (Optional)
Various healthy filters are optional.




Dimensions

2. Dimensions

Mode

Dimension

W(mm)

D(mm)

H(mm)

48

540

379

1775




The Specification of Power

3. Electric Characteristics

Indoor Units Power Supply
Model -
Hz Voltage Min. Max. MFA
TMSA4S50HT1C/I(0)2SS1R3NIT 50 380-415V | 342V | 254V 20




Sound Levels

4. Sound Levels

Im

Noise level dB(A)

Model

H

[TMS4S50HT1C/I(0)2SS1R3N1T|

56

53




The Specification of Power

5. Accessories

NO. Part Name Shape Quantity
1 | safety Lock ) 1
2 Self-tapping Screw 3.9x25 e 2
3 Flat Washers @ 2
4 Bushing-Sleeve Cover @p 1
5 Sound/Heat Insulation Sleeves 0} ) 2
6 Seal 1

Drain joint %@ 1
8 Pipe - hole - protection Ring [FRAARSRS T 1
9 Remote Battery E 2

(0§80, )

10 Remote Controller ( |D({] @go) 1
11 Remote controller manual 1
12 User's manual 1
13 Installation manual 1
14 Remote controller holder(Optional parts) 1
15 Ratproof board(on some models) 1
16 Band(on some models) 2
17 Drain Hose(on some models) 1
18 Connection Cables(on some models) 1
19 Putty(on some models) 1
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The Specification of Power

6. The Specification of Power

Model Power supply I&w:g%ii:)‘&g Power Cord Size
30000~60000Btu/h 380-415V-50Hz 25/20 =2.5 mm?

NOTE: The cable size and the current of the fuse or switch are determined by the maximum current indicated
on the nameplate which located on the side panel of the unit. Please refer to the nameplate before selecting the
cable, fuse and switch.
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Features

1. Features

1.1. Classic Design
Big air volume design can make fast cooling with big air volume design, and be suitable for using in big
space room.

1.2. Easy Control
Big bright LED display with touch switch makes a easy and clearly control.

1.3. LED Llight
The LED in the air outlet of E series floor standing unit displays two colors. Red color indicates warm
airflow in heating mode, while green light in dictates cooling air in cooling mode.

1.4. New Packaging
The improved indoor unit packaging is designed to endure harsh logistics conditions to keep the unit
intact to customers.
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Dimensions

2. Dimensions

Mode

Dimension

W(mm)

D(mm)

H(mm)

60

606

384

1895
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Service Space

3. Service Space
( wall or obstacle )

/ £c
R
>30(cm) // ear : 8 E
(min) - T 2
? J

4cm ¥y
Front
% (min) >;c())r(])cm -

= 10cm(min) 10cm(min)
(Piping side: (Piping side:
30cm min. is necessary) 30cm min. is necessary)
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The Specification of Power

4. Electric Characteristics

Indoor Units Power Supply
Model -
Hz Voltage Min. Max. MFA
TMS2E60HT1C/I(0)2SS1R3N1T 50 380-415V 342V 254V 20
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Sound Levels

5. Sound Levels

Im

Noise level dB(A)

Model
H M L
TMS2E60HT1C/I(0)2SS1R3N1T 59 57 55
TMS2E60CT1C/I(0)2SS1R3N1T 60 58 55
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The Specification of Power

6. Accessories

NO. Part Name Shape Quantity
1 | safety Lock ) 1
2 Self-tapping Screw 3.9x25 e 2
3 Flat Washers @ 2
4 Bushing-Sleeve Cover @p 1
5 Sound/Heat Insulation Sleeves 0} ) 2
6 Seal 1

Drain joint %@ 1
8 Pipe - hole - protection Ring [FRAARSRS T 1
9 Remote Battery E 2
10 Remote Controller (D g ﬁg% 1

00078

11 Remote controller manual 1
12 User's manual 1
13 Installation manual 1
14 Remote controller holder(Optional parts) 1
15 Ratproof board(on some models) 1
16 Band(on some models) 2
17 Drain Hose(on some models) 1
18 Connection Cables(on some models) 1
19 Putty(on some models) 1
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The Specification of Power

7. The Specification of Power

Model Power supply I&w:g%ii:)‘&g Power Cord Size
30000~60000Btu/h 380-415V-50Hz 25/20 =2.5 mm?

NOTE: The cable size and the current of the fuse or switch are determined by the maximum current indicated
on the nameplate which located on the side panel of the unit. Please refer to the nameplate before selecting the
cable, fuse and switch.
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Dimensions

1. Dimensions

W1
W
W
rﬁ%
q
= "
H )
>
D
[ o ®
A
| [ ) )
t T =7 =
Unit: mm
Model
w D H W1 A B
TMS4S50HT1C/02SS1R3N1T 946 410 810 1030 673 403
Unit: mm
Model
w D H W1 A B
TMS2E60HT1C/02SS1R3N1T 900 350 1170 985 590 378
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Dimensions

Unit: mm
Model
w D H w1 A B
TMS2E60HT1C/02SS1R3N1T 952 415 1333 1045 634 404
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Service Space

2. Service Space

(Wall or obstacle)

i

Air inlet@ More than 30cm

. More than 30cm = !

§@—T Maintain channel
N Alr inlet :t ‘ ‘ More than 60cm

_ [

Air outlet @ More than 200cm

More than 60cm

I
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Piping Diagrams

3. Piping Diagrams

TMS2E60HT1C/O2SS1R3N1T

INDOOR OUTDOOR

Eaiaiiettd . e _

| | LIQUID SIDE |

~ -
| R—X o =

Throttle orifice

T3 Condenser
| | | temp. sensor

. ' : 0
| | |
| HEAT | |
" EXCHANGE . .
| (EVAPORATOR) T1 Room temp. | | T4 Ambient HEAT
| sensor ' ' temp. sensor EXCHANGE
| | | (CONDENSER)
| | |
| |
R i e e o]
| qu " ACCUMULATOR Q T5 Discharge

@ I:|temp. sensor
\_J

—» —»

GAS SIDE | COMPRESSOR
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Piping Diagrams

TMS2E60HT1C/02SS1R3N1T
INDOOR OUTDOOR

] ]

LIQUID SIDE
qi
| K P = n |
‘ ‘ 2.WAY VALVE ‘ Throttle orifice *L T3 Condenser ‘
temp. sensor
0
| | | |
| | |

HEAT

EXCHANGE | |

(EVAPORATOR) | _ HEAT

T1 Room temp. T4 Ambient ) EXCHANGE
| sensor | | temp. sensor (CONDENSER) |
| | | |
| | | |
T2 Evaporator
‘ temp. sensor ‘ ‘ S | ¢“—- A ; ‘
* L GASSIDE ¢ L | \ v
| | % D‘Q v [\ EWAY VALVE |
N Y
| |3-WAY VALVE | Accumulator ! 1 .{  High pressure |
switch
‘ ‘ ‘ Low pressure D:;%%I.Sggr?gg? ‘
‘ ‘ ‘ switch Compressor ¢——COOLING ‘
€ HEATING
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Operation Limits

4. Operation Limits

mperature Cooling operation Heating operation
Mode g op gop
Room temperature 17°C~32°C 0°’C~30°C
18°C~43°C
Outdoor temperature (-7C~43C: Forthe -7°C~24°C
models with low
temperature cooling
system)
Cooling
45
43
40
35
STD
30 Heating
o » o0 R I —
a 24
o
T 20 20
2 18
g 15 8 15
IS o
Q ~
5 10 S 10
§ With Low 2
= Ambient g STD
© 5 Cooling g 5
System £
0 é 0
=)
o)
-5 -5
-7 -7
o [ oL [ ]
10 1517 20 25 3032 35 0 5 10 15 20 25 30
Indoor temperature('C WB) Indoor temperature("C WB)
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Sound Levels

5. Sound Levels

Outdoor Unit

Microphone

B T—a

H

1.0m

Note: H= 0.5 x height of outdoor unit

Model Noise level dB(A)
TMS4S50HT1C/O2SS1R3N1T 64
TMS2E60HT1C/O2SS1R3NIT 64
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